VXI PnP Driver Installation Application Requirements
1. Differences in this document from the previous version are in italics. 
2. Installer shall be named: setup.exe
3. This version of the VXI Plug & Play drivers only supports WIN 7 x86 and WIN 7 x64.  If the target OS is not one of these operating systems, then instruct the user to install the previous version for WIN 95 or WIN NT or XP and exit the installation. The user’s message shall tell the user to look for the previous version by visiting: www.agilent.com/find/drivers

4. This installer now requires a previously-installed VISA library. If a VISA library is not installed, instruct the user to install one and exit the installation.  Detect a VISA library by looking for one of the following:

a. On 64 bit Win7:
HKEY_LOCAL_MACHINE\SOFTWARE\WOW6432NODE\VXIPNP\CURRENTVERSION\VXIPNPPATH
b. On 32 bit Win7: 
HKEY_LOCAL_MACHINE\SOFTWARE\VXIPNP\CURRENTVERSION\VXIPNPPATH 
c. Note: The paths contained in the values for the CurrentVersion  key under the node should probably be exists-checked. Here are the default values fyi :
On 64 bit: 
C:\Program Files (x86)\IVI Foundation\VISA
d. On 32 bit: 
C:\Program Files\IVI Foundation\VISA
e. On 64 bit WIN7 if the node/key isn’t found, use the environment variable VXIPNPPATH instead.
f. Store this path VXIPNPPATH for later use below.

5. Instrument Name: hp<instrument id>

	Example: hpeE1420


6. Display click-to-accept agreement. 
7. InstallShield Driver Name:    InstrumentName.exe
	Example: hpeE1420.exe

8. The instrument driver installation process will use the directory path [VXIPNPPATH]\WinNT\<inst_name> as the default installation path, where <inst_name> is the base name of the instrument driver. For example: 
  “C:\Program Files\IVI Foundation\VISA\WinNT\E1412”. If the directories do not exist, then the  installation process should exit.
a. Allow the user to change the path although it is not recommended.
	
9. The instrument driver installation procedure will place all the required files and the optional .sub file in the instrument driver directory except for the instrument .dll file which it will place in the [VXIPNPPATH]\WINNT\BIN directory and the instrument .h and .bas file which it will place in [VXIPNPPATH]\WINNT\INCLUDE directory, the Microsoft library file will be placed in [VXIPNPPATH]\WINNT\LIB\MSC and the recommended Borland library file should be placed in [VXIPNPPATH]\WINNT\LIB\BC.  For example, the directory structure for WIN 7 x64 is:
C:\Program Files (x86)\IVI Foundation\VISA\WinNT
		|---- Bin
		|          |------   instrument name.dll   (hpe1412.dll)
		|
		| ----- lib
		|           |------- bc 
		|                           |-------- instrument name.lib  (hpe1412.lib)
		|		|-------- instrument name_32.lib  (hpe1412_32.lib)
		|
		|	|------- msc 
		|                           |-------- instrument name.lib  (hpe1412.lib)
		|		|-------- instrument name_32.lib  (hpe1412_32.lib)
		|
		|
		|------ include
		|          |------   instrument name.bas   (hpe1412.bas)
		|          |------   instrument name.h  (hpe1412.h)
		|
		|
		|------ Upper case Instrument Name (HPE1412)
		|          |------   balance of instrument files

	Note:  Two instrument files (for example, hpe1412_bc.lib and hpe1412.lib), are each written to 	twice with slight name modifications:
a. hpe1412_bc.lib is written twice to the \WinNT\lib\bc directory as hpe1412.lib and as hpe1412_32.lib.
b. hpe1412.lib is written twice to the \WinNT\lib\msc directory as hpe1412.lib and as hpe1412_32.lib.		

10. If the collection of instrument files from Agilent includes a CVIRT folder, then place the CVI files in these locations:
a. TBD



11. If the collection of instrument files from Agilent includes a MSV folder, then install the enclosed dll files in the C:\WINDOWS\System32 directory. 

12. There is a WindowsHelpUpdate folder in the collection of instrument files. It contains two versions of Microsoft’s update to support Help files on WIN 7. Execute the appropriate update for either WIN 7 x86 or WIN 7 x64. 
a. This should be an optional action the user can de-select, but which is on by default.

13. Agilent icons will be provided for use on the installation dialogs.

14. The installation dialogs will be the same as the dialogs of the current driver installations.

15. The installation will add an entry into the Registry for the specific instrument driver at:

HKEY_LOCAL_MACHINE\SOFTWARE\Agilent
Key Name = Instrument Name(Upper Case) 
		\Agilent  <Key Name> Instrument Driver (WinNT)    (Default)  REG_SZ      (Value not set)
			\CURRENTVERSION   	                                  (Default)  REG_SZ      (Value not set)

		Example: 	HKEY_LOCAL_MACHINE\SOFTWARE\Agilent
						|-----Agilent E1412 Instrument Driver (WinNT)
							|-------CurrentVersion

16. Create a VXIpnp entry under the program folder in the start menu (if it does not exist), and place shortcuts for the soft front panel and help documentation in the VXIpnp folder.

17. Last dialog should offer to show the readme file and offer to launch the soft front panel.

18. Uninstall/Repair features should be accessible from Control Panel

