Single Bundles

Flexible bundles give the user versatility

when routing and positioning light.

« Variety of standard sizes with tight bending radius for
easy routing

« Standard output ferrules accept spot lenses and
polarizing caps (See the Accessories section)

« Standard input accepts Dichroic color filters, diffusers
and ColdVision Series light sources

« Support products are available in the Support Apparatus
section of the product catalog

» Modified standard and custom configurations are

available Single Bundle, A08031.60
Bundle
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A08020.40 .20" (5) .393” (10) 397 (10) (1016)
Slngle Bundles Dimensions in ( ) are in mm A08020.60 207 (5) 393" (10) 397 (10) (165(;4)

Bundle Input: Black Anodized Aluminum
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A08031.40 = .30"(8) 40°(1016) .47°(12) .6 (15)  .393" (10)
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A21200 40" (10) 30" (762) .69"(18) 1.0°(25) .507" (13)




Dual and Quad Bundles

Flexible bundles give the user versatility

when routing and positioning the light.

» Variety of standard sizes and bundle furcations with tight
bending radius for easy routing

» Multi-leg bundles are illuminated with one light source

«» Standard output ferrules accept spot lenses and
polarizing caps (See the Accessories section)

» Standard input accepts Dichroic color filters, diffusers
and ColdVision Series light sources

» Support products are available in the Support Apparatus

section of the product catalog

Quad Bundle, AD8B545
+ Modified standard and custom configurations are

available

Dual and Quad Bundles Dimensions in ( ) are in mm

Bundle Input: Black Anodized Aluminum
Bundle Sheathing: PVC Covered Metal Tubing

Warning : This product is
manufactured with glass fiber.
Mot for use in cable/hose carrier.
Call MORITEX to discuss moving
cable/hose carrier applications.

Dual Bundle, A0B550.72
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AO8545 Quad Flexible Bundles A08550.72 43°(11) 727(1829) .47°(12) .6 (15) .30°(7.6)



Randomized and
Calibrated Bundles

Designed to increase uniformity of light

output for Machine Vision applications.

« Fibers are randomized to improve spot
uniformity, bundles with multiple outputs are
calibrated for matching output within ~5%
bundle to bundle

» We assure consistency by adding a 12”
(305mm)* randomized common end at the
input. This extra 12" (305) of fiber scrambles
the light, distributing any hot or cold spots
from the lamp throughout each of the legs.

Variety of standard sizes and bundle furcations
with tight bending radius for easy routing (see
chart)

Multi-leg bundles are illuminated with one light
source

Standard output ferrules accept spot lenses and
polarizing caps (See the Accessories section)

Modified standard and custom configurations
are available

b\

Quad Randomized and Calibrated Bundle, A21045

Single Randomized Bundle, AOB031.40R  Single Bundle, AO8031.60R

Randomized and Calibrated Bundles

Active Distal | i s e'
Part No. Configuration  Input Fiber  Ferrule uang
D 2 Diamter Length
Diameter Diameter
Randomized Bundles
) . .393" 47" 40"
A08031.40R Sngie 306 49 (12) | (1016)
) - 393" 47" 60"
% ADB031.60R  Single -30°(8) (10) (12) | (1524)
: 2 393" 47" 80"
* A08031.80R Single -30°(8) (10) (12) (2032

'Randomized and Calibrated Bundles - 12°(305) Common Bundle Length
393" 60" 48"

A21040 Dual 367 (9) (10) 15 | (1219)
5 393" .83 48"
A21045 Quad ST o @y | (1219
. 393" 67 48"
A21050 Dual 4D T4 17) | (1219

Dimensions in () are in mm +* Made-to-order products.



Randomized and Calibrated Bundles Dimensionsin () arein mm

Part No.

A08031.40R
AD8031.60R
A08031.80R

Bundle Input: Black Anodized Aluminum
Bundle Sheathing: PVC Covered Metal Tubing
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ADBO31.40R - ADBO31.80R
Single Randomized Bundles

Warning : This product is
manufactured with glass fiber.
Mot for use in cable/hose carrier.
Call MORITEX to discuss moving
cable/hose carrier applications.
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Matrix for AO8031.40R - AOB031.80R Matrix for A21040 & A21050
Bend Bend
A B C Radius D Part No. A B C Radius D
.30°(78) 407 (1016) 477 (12) .67 (15) .393"(10) A21040 367 (9) 48" (1219)  .607(15) | 1.07(25)  .25"(6.4)
.307(78) 607 (1524) 477 (12) .67 (15) .393"(10) A21050 437 (1) 48" (1219) .677(17) 1.2"(30) .307(7.6)
.30°(78)  BO7(2032) 477 (12) .67(15) .393"(10)



Bundle Extenders

Extend the working length of standard
fiber optic components using a SCHOTT

bundle and these couplers.

» Reduces the requirement for custom fiber optic lengths, can
provide the user with additional work space

» Extends length of all standard SCHOTT ringlights, bundles,
goosenecks, lightlines, and backlights* that have a .310” (8) or
.510” (13) active fiber diameter (see chart)

+ Black anodized aluminum with nylon tipped set screws

PLEASE NOTE:

* Using a bundle extender results in a 30-40% light loss. If your application
requires maximum intensity, we recommend ordering a modified standard

Bundle Extender, ADB035

Bundle Extender Mylon Tipped Set Screws

Bundle Extender

Bundle Extender Single Bundle

component. Part Mo. Part No.
A08031.40
* Backlight adapter, part number A08931 is required in order for the bundle A08031.60
A08031.80
extender to be used with SCHOTT standard backlights ADB035 T
A08031.60R
A08031.80R
A08051.40
AD8055 A08051.60
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