


SPECIFICATIONSSPECIFICATIONS

SR-800NSR-800N

- 2 -

*  See notes on next page

Figure 5:  Blackbody head 
SR-800N-2A

Figure 3:  Blackbody head 
SR-800N-20A

Figure 4:  Blackbody head and refrigerator 
SR-800N-12A-LT

EXAMPLES FOR STANDARD MODELSEXAMPLES FOR STANDARD MODELS
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Blackbody Emitter Size, inches 2 dia. 4x4 7x7 8x8 10x10 12x12 14x14 16x16 20x20 40x40

Absolute Temp. Range, °C 0 to 125 0 to 100 10 to 80 15 to 80

Differential Temp. Range, °C -25 to 100 -25 to 75 -15 to 55 -10 to 55

Uniformity, °C (1) ±0.005 ±0.010 ±0.015 ±0.030

Set Point Resolution, °C 0.001

Absolute Temp. Accuracy, °C (2) 0.015 @ T< 0   ,   0.007 @  0 < T < 50   ,   0.015 @ T > 50

Differential Temp. Accuracy, °C (2) 0.008 �#���û�7���”��25  ,      0.015 �#���û�7���!��25

Stability, °C ±0.003 �#���û�7���”��10  ,    ±0.008 �#���û�7���!��10 ±0.010

Emissivity 0.98 ± 0.02

Settling Time ��@ 0.01°C) , Sec. 15

Operating Voltage, VAC 95 to 240  (50/60 Hz)

Power Consumption, W 100 200 600 1000 1000 1200 1800 1800 3000 7000

Size, BB Head, HxWxD, cm Ø6.5x10 20x16x16 27x23x23 35x31x16 35x31x16 40x36x16 59x46x17 59x46x17 71x62x20 128x76x160

Weight, BB Head, kg 1 5 11 16 16 21 50 50 86 450

Size, Controller, HxWxD, cm 15x34x35 (3U) 18x45x60 (4U)

Weight, Controller, kg 10 15 15 20 60

Operating Temp. Head, °C -20 to +70

Operating Temp., Controller, °C 0 to 50

Storage Temp., °C -20 to +70




