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Enclosure

Dimensions @ 170 mm, length 408 mm (without sun shield); @ 182 mm, length 500 mm (vith s
Weight (without cam 6.7 kg

Material and surface Nickel-plated aluminium, powder-coated (white)

Operating temperatu -40°C to +60°C (optional with heater)

Associated mounting Bracket with joint (stainless steel) for wall and pole mountings

Protection class IP 67
Protection window Germanium with coarse meshed protective grating
Connections = Double PG srewed cable gland

= Optical fibre cable (four-core)
=Copper cable (three-core)

Operating voltage 115 VAC 60Hz / 230 VAC 50 Hz or 24V DC

Options Air barrier, wall mount, pole mount, additional heater

IR Cameras

AT IRS Serie Xenics Serval
Resolution 324 x 256, 336 » 324 x 256, 336 x 256
or 640 x 512 pix or 640 x 512 pixels
Angular range 6° to 84.5° 6° to 84.5°
Focus settings Fix (manual) Fix (manual)

EX-Proof Specifications

Allowed Ex-Zones 1, 2, 21, 22
Ignition protection t' Flame-proof encapsulation d

Max. surface temper 100°C (according to temperature class T5)

ATEX marking Gas explosion protection: Il 2G Ex d IIC T
Dust explosion protection: Il 2D Ex tb IIIC T85° Db IP 67
Certification ZELM 12 ATEX 0485 X
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